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Engineered to be both aesthetically pleasing and
energy-efficient, Katashi air conditioning units bring the
latest in cooling solutions to you. Stylish, durable and
reliable, Katashi aims to continually exceed industry
standards by utilising the most advanced technology
to create products that are rated amongst the best in
the industry. With an extensive range of systems that
deliver optimal performance under the most demanding
of conditions, Katashi air conditioning units provide the
key to unlocking a new level of comfort.

HOW TO CALCULATE BTU
Length x Width x 60 = Estimated BTU

OTHER CONSIDERATIONS WHEN CALCULATING BTU:

¢ Abnormal Ceiling Height.

e Abnormal amount/size of windows.

e Large number of persons using the space.

e Concrete walls (retain heat) versus clay walls (keep rooms cooler).
¢ Frequent Door Opening.




Hi-Wall Eco-Series Fixed Speed Units
with Side Discharge Condenser 9-36k Btu

9k - 36k BTUs

Features

@ Turbo Mode
Auto Restart

Sleep Mode

Temperature
* Compensation

— 24000

Btu 1PH SEER Rating
9000 9.63
12000 9.45
18000 9.59
9.1
36000 11

)
LCD Display
)

Vitamin C Filter

Louvre Position
Memory Function

g Green Fin Anti-Corrosive
Condenser Coating

Model Evap/Cond KHWUEFR9KP/ KHWUEFR12KP/ KHWUEFR18KP/ KHWUEFR24KP/ KHWUAE36KP/
KSDUCFR9KP KSDUCFR12KP KSDUCFR18KP KSDUCFR24KP KSDUAC36KP
Power supply Ph-V-Hz | 220-230V,1Ph,60Hz 220-230V,1Ph,60Hz 220-230V,1Ph,60Hz 220-230V,1Ph,60Hz 220-230V,1Ph,60Hz
Cooling Capacity Btu/h 9000 12000 18000 24000 36000
SEER W/W 9.63 9.45 9.59 9.1 n
Indoor fan motor Speed (Hi/Mi/Lo) r/min <1350 1150/950/800 <1350 <1350 1230/1080/900
Indoor air flow (Hi/Mi/Lo) m3/h 447/372/295 593/482/388 781/669/508 1050/850/700 1472/1268/1018
Indoor noise level (Hi/Mi/Lo) dB(A) 37/33/27 39/34/29 41.5/37/33.5 46.5/42.0/34.0 50/45.5/41.5
Indoor unit Dimension (W*D*H) mm 715x194x285 805x194x285 957x213x302 1040x220x327 1259x282x362
Net/Gross weight Kg 74195 8.1/9.9 10.3/13.4 13/16 22.1/28.0
Qutdoor noise level dB(A) 51.5 53 56.5 60.0 57.5
Qutdoor unit Dimension (W*D*H) mm 681x285x434 681x285x434 770x300x555 845x363x702 946x410x810
Net/Gross weight Kg 20.1/22.1 23.7/25.6 33.4/358 42.3/453 946x410x810
Refrigerant type Kg R410A/0.4 R410A/0.46 R410A/0.56 R410A/0.91 R410A/2.55
Thermostat type (Remote Control) (Remote Control) (Remote Control) (Remote Control) (Remote Control)
Operation temperature °C 17~30 17~30 17~30 17~30 17~30
Room temperature Indoor (cooling/heating) °C 17~32 17~32 17~32 17~32 17~32
Outdoor (cooling/heating) | °C 18~43 18~43 18~43 18~43 18~43
Application area (Cooling Standard) m2 12-18 16-23 24-35 32-47 47-68

7 years warranty on compressor and 1 year warranty on parts

Length x Width x 60 = Estimated BTU




Hi-Wall Inverter Units with
Side Discharge 9-36K Btu

9k - 36k BTUs
Btu 1PH SEER Rating
9000 19
‘ 12000 19
18000 20
— y— 24000 17
36000 16
Features

Louvre Position Two Direction =] . Built In
Follow Me Memory Function @ Air Vane LCD Display Electronic Diagnostics
! 3 . Refrigerant Green Fin Anti-Corrosive
& Self-Cleaning @ Turbo Mode Sleep Mode Leakage Detection Condenser Coating
Dual Drainage
v ramag Vitamin C Filter

(¥ | Remote Control Take Off Points it
-
Model Evap/Cond KHWUIE9KP KHWUIE12KP KHWUIE18KP KHWUIE24KP KHWUIE36KP
KSDUIC9KP KSDUIC12KP KSDUIC18KP KSDUIC24KP KSDUIC36KP
Power supply Ph-V-Hz | 208-230V,60Hz,1Ph 208-230V, 60Hz,1Ph 208-230V, 60Hz,1Ph 208-230, 60Hz 208-230V~60Hz ,1Ph
Cooling Capacity Btu/h 9000 12000 18000 24000 36000
SEER Btu/w 19 19 20 17 16
Indoor air flow (Turbo)/Hi/Mi/Lo) CFM 410/350/250 500/350/240 900/750/600 1050/800/550 1450/1100/800
Indoor noise level (Hi/Mi/Lo) dB(A) 40/32/26 42/34.5/27 42.5/34/31 52/42/37 52/44/36
Indoor unit Dimension (W*D*H) inch 28.43x7.36x11.42 31.57x7.44x11.69 37.99x8.46x12.56 42.52x8.90x13.19 49.57x11.10x14.25
Net/Gross weight LBS 16.3/21.6 18.5/22.2 24.2/30.8 28.6/36.7 43.2/55.6
Outdoor noise level dB(A) 54.5 53 57 59 63
Outdoor unit Dimension (W*D*H) inch 30.31x11.81x21.85 30.31x11.81x21.85 31.50x13.11x21.81 33.27x14.29x27.64 37.24x16.14x31.89
Net/Gross weight LBS 52.8/59.2 52.8/59.4 63.8/72.2 136.4/147.4 143.3/153.22
Thermostat type Remote Control Remote Control Remote Control Remote Control Remote Control
Operation temperature| Indoor (cooling/ heating) | °C 62~90/32~86 62~90/32~86 62~90/32~86 62~90/32~86 62~90/32~86
Outdoor (cooling/heating)| °C 5~122/5~86 5~122/5~86 5~122/5~86 5~122/5~86 0~122/0~86
Application area (cooling standard) sq.ft 129-189 129-189 129-189 129-189 330-484

7 years warranty on compressor and 1 year warranty on parts Length x Width x 60 = Estimated BTU




PTAC - Packaged Terminal
Air Conditioner 12-14K Btu

Btu ‘ SEER Rating
10

11 14000

—r

|

Features

Added Benefits:

Easy Installation & Maintenance, Quiet, Compact Design,

Fresh air Multiple Control

s

Compact Structure and High Efficiency.

% UL, AHRI certificate

Auto Restart

Model Number KPTAC14KP
Power supply Ph-V-Hz 230/208V- 60Hz, 1Ph
Cooling Capacity Btu/h 14500
Indoor Side Fan Motor Speed(Hi/Mi/Lo) r/min 1110/1070/1040
Indoor side air flow (Hi/Mi/Lo) m3/h 660/640/620
Indoor side noise level (Hi/Mi/Lo) dB(A) 53/50/45
QOutdoor side noise level (Hi) dB(A) 66
Control type Electronic Control

(= 17-32/0-27

indoor(cooling) ;

F 62-90/32-80
Operation temp

c 18-43/-5-24

outdoor(cooling) ;

F 64-109/23-76
Application area (Cooling Standard) m2 20-29
Application area (Cooling EPA) sq. ft 550-700
Dimension(W*D*H) mm 1067x532x406
Net/Gross weight Kg 53.5/65
Refrigerant type Kg R410A/28.920zs

7 year warranty on compressors and 1 year warranty on parts

Length x Width x 60 = Estimated BTU




Floor/Ceiling Inverter Unit with
Top Discharge Condenser 36-60K Btu

{ 1

e

Features

@] Timer
Auto Restart

Added Benefits: Swing Torsion Angles, Quiet Design, LED
Display and Flexible Installation, unit can be installed either
horizontally on the ceiling or vertically against wall.

Auto Defrosting
Sleep Mode

E Anti-Cold
Air Function

{1 | Independent
06 6J Dehumidification

Quiet Design

Evaporator
|
Model KFCUIE36KP KFCUIE6OKP
Power supply Voltage type 220-230V,1Ph 220-230V,1Ph
Supply frequency 60Hz 60Hz
Fan motor Speed(Hi/Mi/Lo) r/min 1320/1175/1050 1640/1530/1430/1370
Evaporator Number of circuits 9 12
Dimension (W*D*H) mm 1285/675/235 1650/675/235
Indoor side air flow (SH/Hi/Mi/Lo/Si) Indoor side air flow(Hi) m3/h 1648/1434/1257 2938/2628/2192
Drainage water pipe dia Drainage water pipe dia OD®25mm OD®25mm
Loading quantity 20'GP/40'GP/40'HQ Loading quantity_20'GP set 92 72
Loading quantity_40'GP set 188 147
Loading quantity_40'HQ set 213 167

Condenser
|
Model KTDUIC1PH36KP KTDUIC1PH60KP
Voltage type 220-230V,1Ph 220-230V,1Ph
Supply frequency 60Hz 60Hz
Max.Current A 20 295
Compressor Type ROTARY ROTARY
Rated current A 9.45 6.85
Speed (High/Mi/Low) r/min 850/525 1090/705
Number of circuits 5 5
Body_Length (W*D*H) mm 710/710/843 710/710/843
Net weight Kg 61.8 80
Gross weight Kg 66.6 85
Refrigerant type R410A R410A
Refrigerant charge 2.6kg 4kg
Loading quantity_20'GP set 42 42
Loading quantity_40'GP set 96 96
Loading quantity_40'HQ set 142 142

7 years warranty on compressor and 1 year warranty on parts

Length x Width x 60 = Estimated BTU




Cassette Inverter Unit with
Top Discharge Condenser 36-60K Btu
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Features
@ Timer Auto Defrosting . ﬁir;tli:_ucr?clgion
Auto Restart Sleep Mode

) ) Added Benefits: Swing Torsion Angles, Quiet Design, LED
Quiet Design Display and Flexible Installation, unit can be installed either
horizontally on the ceiling or vertically against wall.

{11 | Independent
066 ) Dehumidification

Evaporator
.
Model KCUIE36KP KCUIE60KP
Power supply Voltage type 220-230V,1Ph 220-230V,1Ph
Supply frequency 60Hz 60Hz
Fan motor Speed (Hi/Mi/Lo) r/min 1320/1175/1050 1640/1530/1430/1370
Evaporator Number of circuits 9 12
Dimension (W*D*H) mm 1285/675/235 1650/675/235
Indoor side air flow (High/Mi/Low) m3/h 1648/1434/1257 2938/2628/2192
Drainage water pipe dia Drainage water pipe dia OD®25mm OD®25mm
Loading quantity Loading quantity 20'GP set 92 72
Loading quantity 40'GP set 188 147
Loading quantity 40'HQ set 213 167
Condenser
e
Model KTDUIC1PH36KP KTDUIC1PH60KP
Voltage type 220-230V,1Ph 220-230V,1Ph
Supply frequency 60Hz 60Hz
Max.Current A 20 29.5
Compressor Type ROTARY ROTARY
Rated current A 9.45 6.85
Speed (High/Mi/Low) r/min 850/525 1090/705
Number of circuits 5 5
Body Length (W*D*H) mm 710/710/843 710/710/843
Net weight Kg/lb 61.8/136.24 80/176.37
Gross weight Kg/lb 66.6/146.83 85/187.39
Refrigerant type R410A R410A
Refrigerant charge 2.6kg 4kg
Loading quantity 20'GP set 42 42
Loading quantity 40'GP set 96 96
Loading quantity 40'HQ set 142 142

7 years warranty on compressor and 1 year warranty on parts Length x Width x 60 = Estimated BTU




Ducted Fixed Speed Unit
withTop Discharge Condenser

Btu 1PH SEER Rating Btu 3PH SEER Rating
36000 8.80 60000 9.16
48000 9.32
60000 9.16

Features

Timer
Wired-Control Sleep Mode

Added Benefits: High Efficiency Scroll Compressor,
Single Refrigerant System and High Static Pressure.

Auto Defrosting q él?r?cgglr? Air Vitamin C Filter

211 Independent Green Fin Anti-Corrosive
0066 Dehumidification Condenser Coating

Condensers
e
Model KTDUC1PH36KP KTDUC1PH48KP KTDUC1PH60KP KTDUC3PH60KP
Power supply V-Ph-Hz 220~1-60 220~1-60 220~1-60 220~3-60
Max. current A 23 315 40 234
Outdoor noise level (sound pressure) dB(A 65 65 64 64
QOutdoor unit Dimension (WxDxH) mm 600x600x759 710x710x759 710x710x843 710x710x843
Net/Gross weight kg 64/67.7 79/83.5 80/85 80/85
Ambient temperature Cooling C 18~43 18~43 18~43 18~43
Application Area m2/sqft 51-55/550-600 70-75/750-800 88-92/950-1000 88-92/950-1000
Evaporators
e
Model KDUE36KP KDUE48KP KDUE60KP KDUE60OKP
Power supply V-ph-Hz 220-1-60 220~1-60 220~1-60 220~3-60
Cooling Capacity Btu/h 36000 48000 60000 60000
SEER 8.8 9.32 9.16 9.16
Indoor Fan Motor Speed (Hi/Med/Lo) r/min 1060/910/820 1060/910/820 1060/910/820 1060/910/820
Indoor air flow (Hi’Med/Lo) m3/h 1757/1478/1303 2147/1702/1444 2085/1602 2085/1602
Indoor noise level (Hi/Med/Lo) dB(A) 48/44/40 47/43/40 47/44/40 47/44/40
Indoor unit Dimension (WxDxH) mm 1140x775x270 1200x865x300 1200x865x300 1200x865x300
Net/Gross weight kg 36/43 43.7/52.9 45.4/53.5 45.4/53.5
Controller Wired control Wired control Wired control Wired control
Operation temperature c 17~30 17~30 17~30 17~30
Refrigerant type R410A R410A R410A R410A

7 years warranty on compressor and 1 year warranty on parts

Length x Width x 60 = Estimated BTU



Portable Air Conditioning Unit

i

Features

(3 | Remote Control

Auto Saving

Sleep Mode

Auto Protection

Auto Restart

Omni Directional
Casters

@] Timer

Model KPU14KP
Power supply Ph-V-Hz 1Ph,115V-,60Hz
Cooling Capacity Btu/h 14000

SEER Btu/W.h 8.9
Starting current A 48.8
Indoor side air flow (Hi/Mi/Lo) m3/h 497/450/404
Indoor side noise level(Hi/Mi/Lo) dB (A) 55/52/49
Outdoor side noise level (Hi) dB (A) 59
Refrigerant type 0zs R410A/17.28
Control type Remote Control
Operation temp (room temp.) °C 17-35/----

°F 62°F - 95°F/---

Application area (Cooling Standard) m2 19-27
Application area (Cooling Standard) sq.ft 204-291
Dimension (W*D*H) mm 466x397x765
Net/Gross weight Kg 33/37

6 month warranty

Length x Width x 60 = Estimated BTU

Dehumidifier Unit

Features

Edxatashl

Auto Shut Off

Auto Defrosting @ Timer

Auto Restart LED display

Electronic Control

Model P111223
Power supply Voltage type 115V,1Ph
Performance Moisture removal (27°C/60%) L/Day 23.65

Rated input (27°C/60%) W 495

Rated current (27°C/60%) A 4.7
Control type Control type Electronic Control
System data Air flow (Hi) m3/h 320

Air flow (Mi) m3/h /

Air flow (Lo) m3/h 280
Refrigerant Refrigerant type R410A
Dimension (W*D*H) Body Length (W) mm 391

Body Width (D) mm 275

Body Height (H) mm 590
Net/Gross weight Net weight Kg 17

Gross weight Kg 183
Loading quantity 20'GP/40'GP/40'HQ | Loading quantity 20'GP set 306

Loading quantity 40'GP set 624

Loading quantity 40'HQ set 832
Fan motor Speed (Hi/Mi/Lo) r/min 1030/930

6 month warranty Length x Width x 60 = Estimated BTU




18" Katashi Inverter Fan

Features

Silent Care
/\ | Oscillation
| function

J‘ 3 Speed
3" J levels
7.5 Hour timer

Basic Parameters

Product Model KATFAN18
Product Name Stand Fan
Control Mode Electronic
Power Voltage 120V_1Ph
Power Frequency (Hz) 60Hz
Rated Power (W) 55

Product Attributes

Product Size (mm) 505*279*1390
Volume (m3) 0.195844

Net Weight (Kg) 6.756

Gross Weight (Kg) 7.82

Packing Size (mm) 540%149*680
Packing Volume (mm) 0.054713

Functions
Wind Velocity (m/min) >155.5
Swing Angle (°) >85°
Minimum Noise (dB) 55
Air Amount (m3/min) >53.3

Speeds

Cool Wind 3 levels

Maximum Noise (dB)

60

3 month warranty

Power off
memory function

Remote Control

7

b

M
A

Eqkatashl

LED display




Commercial Direct Expansion

Vertical Evaporator 10Ton

Model KAHUE10TON230VP
Power supply phase Ph 3
Power supply voltage \" 220V
Power supply frequency Hz 60Hz
Maximum Over Protector A 10
Rated Current A 7.8
Indoor fan motor Model YE2-90L-4
Type 3-ph Induction motor
Insulation class F
Safe class IP55
Input w 1.5
Rated current A 6.1
RPM r/min 1680
Indoor fan material Galvanized sheet
Type Centrifugal fan
Diameter inch 13.22
Height inch 12.06
Evaporator Evaporater code 201570990119
a. Number of rows 3
b. Tube pitch(a)x row pitch(b) inch 0.83*0.53
c. Fin spacing inch 0.06
d. Fin type (code) H26 (hydrophilic aluminum)
e. Tube outside dia.and type mm/inch 7/0.28
®7*%0.24%0.18 T2M/TP2M(innergroove tube)
f. Coil length x height inch 35.51x33.07
g. Number of circuits 20
Effective heat-exchange area ft*ft 2.96*2.75
Indoor air flow (Hi/Mi/Lo) m3/h, CFM 5435
Indoor limit value of static pressure and air flow Pa/m3/h 75Pa/6800
Indoor unit (L*W*H) mm 1391/1139/721
Gross weight Kg/lbs 201
Net weight Kg/lbs 170
Throttle size TEGL4.5
Design pressure MPa 4.4
Refrigerant piping Liquid side/ Gas side inch 3/8, 3/4
Max. refrigerant pipe length m/ft 30
Max. Vertical difference between m/ft 20
outdoor unit and indoor unit
Connection wiring Power wiring mm2 3%x2.5mm2+1x1.0mm2
Signal wiring mm2 5%0.75mm2+2x0.75mm?2
Drainage pipe outside diameter mm2 29
National pipe thread (female or male) FPT/MPT 3/4
Controller wired
Operation temp/Ambient temp ClF 17~48

1 year warranty on compressor and on parts




Commercial Direct Expansion
Horizontal Evaporator 15-20Tons

e

J

Model KAHUE15TON230VP KAHUE20TON230VP
Power supply V, Ph, Hz 208-230V~, 1Ph, 60Hz 208-230V~, 1Ph, 60Hz
Cooling Capacity Btu/h 179,100 238,840
w 52,500 70,000
Input W 18,100 24,000
EER W/W 2.90 2.92
Rated input w 2,500 2,600
Rated current A 125 13
Rated input w 2,500 2,600
Rated current A 125 13
Indoor fan motor Input (hi/mid/lo) w 700/630/500 730/650/520
Capacitor \ 20pF/450V 25uF/450V
Speed (hi/mid/lo) r/min 1,050/1,000/850 1,100/1,050/900
Indoor coil Number of rows \ 4 4
Tube pitch(a)xrow pitch(b) mm 21x13.37 21x13.37
Fin spacing mm 1.5 1.5
Fin type \ Hydrophilic aluminum fin Hydrophilic aluminum fin
Tube size mm o7 o7
Tube type \ Inner grooved copper pipe Inner grooved copper pipé¢
Coil(WxH) mm 1,602x588 1,602x588
Number of circuits \ 28+28 28+28
Indoor air flow m3/h 10,000 12,000
external static pressure Pa 150 150
Indoor noise level dB(A) 60 60
Refrigerant Type \ R410A R410A
Control \ Capillary Capillary
Design pressure MPa 4.4/2.6 4.4/2.6
Refrigerant pipe Liquid side/ Gas side mm (©9.52/®22)x2 (©12.7/025)x2
Max. refrigerant pipe length m 50 50
Max. difference in level m 30 30
Connection wire Power wire \ 3%2.5mm2 3%2.5mm2
Signal wire \ 2x1.0mm2 2x1.0mm2
Drain pipe size (OD) mm D41 41
Controller \ R51/CE R51/CE
Operation temperature °C 17~30 17~30
Indoor unit Dimension (WxHxD) mm 1,988x669%906 1,988x669x906
Net/Gross weight kg 190/217 193/220

1 year warranty on compressor and on parts




Commercial Direct Expansion

Condenser 7.5-10Tons

Model

KCUC7.5TON2330VP

KCUCD10TON230VP

KCUC10TON230VP

Factory code

SA-KF260W/CN1-860T

SA-KF350W/CN1-860T

SA-KT3F350W/CN1-860T

Power supply V, Ph, Hz 208-230V~, 3Ph, 60Hz 208-230V~, 3Ph, 60Hz 208-230V~, 3Ph, 60Hz
Ambient temp in cooling °C 17~46 17~46 17~52
Rated input w 11,845 14,990 18,200
Rated current A 373 47.9 53.1
Compressor Type A\ Scroll Scroll Scroll
Qty. A\ 1 1 1
Brand \ Danfoss Danfoss Danfoss
Capacity w 27,100 32,620 32,620
Input w 8,569 10,275 10,275
Rated current (RLA) A 30.7 436 43.6
Locked rotor Amp (LRA) A 203 267 267
Thermal protector \ Internal Internal Internal
Refrigerant oil ml 3,000 (POE-160S2) 3,300 (POE-160SZ7) 3,300 (POE-160S2)
Fan Type Axial fan Axial fan Axial fan
Motor Input(4/3 fan blades) w 580/560 580/560 580/560
Capacitor \ 25uF/450V 25uF/450V 25uF/450V
Speed (4/3 fan blades) r/min 1080/1100 1080/1100 1080/1100
Coil No. of rows A\ 3 3 3
Tube pitch(a)xrow pitch(b) mm 21x13.37 21x13.37 21x13.37
Fin spacing mm 13 13 13
Fin type A\ Hydrophilic aluminum fin Hydrophilic aluminum fin Hydrophilic aluminum fin
Tube outside dia. and type mm o7 o7 o7
Inner grooved copper pipe Inner grooved copper pipe Inner grooved copper pipe
Coil (WxH) mm 2,179%882 (1,380x882)+(1,380%882) (1,380x882)+(1,380x882)
Number of circuits \ 20 11+11 11411
Qutdoor noise level dB(A) 67 70 70
Refrigerant Type \ R410A R410A R410A
Charge g 6,500 7,500 7,500
Design pressure MPa 4.4/2.6 4.4/2.6 4.4/2.6
Refrigerant pipe Liquid side/ Gas side mm ©9.52/025 012.7/028.6 ®12.7/025
Max. pipe length m 50 50 50
Max. difference in level (OD up) m 25 25 25
Max. difference in level (OD down) m 30 30 30
Connection wire Power wire mm2 4x20mm2+1x10mm2 4x20mm2+1x10mm?2 5%20mm?2
Signal wire mm2 2x1.0mm2 2x1.0mm2 2x1.0mm2
Outdoor unit Dimension (WxHxD) mm 1,255x908%700 1,255x908%700 3x0.5mm2
Packing (WxHxD) mm 1,391x1,139x721 1,391x1,139%x721 1,260x908x700
Net/ Gross weight kg 187/204 199/215 1,320x1,060x730

1 year warranty on compressor and on parts




DDﬂD/ﬂ For your building solutions, WERGENCY SERVICE

Abel Building Solutions  Need to service your unit? Schedule to your convenience online at:
Your Project, Our Expertise http://abstt.net/abel-booking-form

Email us at: abs.airconditioning@ansamcal.com  Shop online at: www.abstt.net



